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"1/WE CERTIFY THAT ALL DEVELOPMENT AND CONSTRUCTION WILL BE
DONE ACCORDING TO THIS PLAN OF DEVELOPMENT AND PLAN FOR EROSION'
AND SEDIMENT CONTROL AND THAT ALL RESPONSIBLE PERSONNEL INVOLVED
IN THE CONSTRUCTION PROJECT WILL HAVE A CERTIFICATE OF ATTENDANCE
"AT ADEPARTMENT OF NATURAL RESOURCES APPROVED TRAINING PROGRAM '
"FOR THE CONTROL OF SEDIMENT AND EROSION BEFORE BEGINNING THE
PROJECT. | ALSO AUTHORIZE PERIODIC ONSITE INSPECTION BY THE HOWARD
COUNTY SOIL CONSERVATION DISTRICT OR THEIR AUTHORIZED AGENTS AS
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|. ALL WORK SHALL BE DONE IN ACCORDANCE WITH HOWARD COUNTY STANDARDS 55 iM - =

SPECIFICATIONS,, AND DETAILS FOR CONSTRUCTION. ' < élé%zﬁoaimce N ' CONTROL [ (See VICINITY MAP )
ALL UTILITY COMPANIES MUST BE NOTIFIED 24 HOURS IN ADVANCE OF ANY ,
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CONSTRUCTION.. /
ANY DAMAGE TO PUBLIC RIGHT -OF-WAYS OR PAVING WILL BE CORRECTED AT THE JEQ QY 6
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DRAINAGE DITCH TO MEET BX. DITIEH.
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CONTRACTOR'S EXPENSE . DDI -
CONTRACTOR IS TO NOTIFY THE HOWARD COUNTY DEPT. OF INSPECTION AT LEAST 3 VE' — .
DAYS BEFORE STARTING WORK SHOWN ON THESE DRAWINGS. \
TELEPHONE : 792~7272 CONTRACTOR SHALL ADJUST
EX. WATER VALVES TO MEET
PROPOLED GRAVE.

I
APPROVED . {,E)(_EGQE- POLE ¥ 194258 | PLAN AND PROFILE

DEPARTMENT OF PUBLIC WORKS

X
C
D
T
-
J
«
1y}

EX. 2 OWEN BROWN ROAD —

S NAT, ' A L ERITAGE HOMES
f‘\‘f“@_ad.o}! s ALAN P. KURLAND SUITE 210
S92 '(7‘0‘.' o%‘ 10382 ECLIPSE WAY 8950 MD. ROUTE 108
PLAN £y 12 2 | COLUMBIA, MD. 21044 COLUMBIA, MD. 21045__|
SCALE : 112 50" % (i

o YV U WY

CHitt, stgt AU OF ENGINEERIN

RC Y T8

~ 29

g SCALE AS SHOWN DATEOCT. 22,1985 ' pwG.NO. | OF 2
&§ DES.A.VITUCCI | DRN.A.VITUCCI | cHK. C.J.CROVO

FISHER, COLLINS AND CARTER, INC.

€ .9 ’, ‘““\
< :‘ CIVIL ENGINEERS AND LAND SURVEYORS '
li“/& 8388 COURT AVE. ELLICOTT CITY, MARYLAND 21043

APPROVED
OFFICE OF PLANNING AND ZONING

"%%/z%é@fé_ /%56

AND ZONING ADMINISTRATION DATE

(9]
I
>
0
—
m
w
<
O
e
Q
<
O
w
0
o
D g
—
m

b e e e _;l RNEE (U SRS A SR SRR SR S Sy S G S S—  S— B S g R S e
— 4] | ) S— e e N e j i S, S 1 T- ] - e . —— e
E - EE - S e It PR PSS s S EE s
. . - - - — - IR B R SR G AR S SR - D E I, J; B S _ g —— : - i_-. . : —— — - - i_: . N
o : e e S e e e e e R - e
z ' 1 (R R 8 S S R : -
= S R (R S S — B S— S S B ESRE SR S DN USSR S A B S i R S S— S S S I 1 JUUU RSN (S S SS— - S USSR SRURSS SN S SR S — SRR o E—
o R . _ - ) S - - i S S ] R N N
I e SR IO RN S Bl e e e e e e e e I B | ~ e e e —
OWEN| | BROWN ROAD | — : O e e e e e Sl e e I = 1= e e =
oY =3 , - - - § D S .
| SR P s S N S S S SRR SN - 1 = i g - B
(>I_) 1 L — - — SR — e a —t — RN S e B - . — - z 4 \r - - —
e + — — - 2 - S —— — RN B, [ - — S S — JEN— SUSE Sy — e - NUSUUNUIR NS — — SRS VS SO e ——— = — — —
B G R [ Z— - 3 B O 1 § § R  — D— SRV S A SRSy S B S S B S R 5 ) S SR SRS S
| 202 iz 282 8 - 285|285 5 = e e e e e s e e
< - - — — _
: Ot : S S B S N ] . B - U
< B | AR ) S ARSTR IR g 1 § — *tf - e S ‘él S— T B I — - -
2 3 S S EECR R R B~ 1 B T e ] R I P 1o =T 10 Ey B IS ol - OrTeik ; —1 : - 1 :
o |k 550 Q R S NS P |2 o *552 T ] A — | S [ ] - ] B 1= —
oS L %‘4‘ EX.IGRADE@EROAD — |- DS L N
Az ' : - T = : T . - - 7
Yop Ll - : = - I B e e N : - :
g@ééé , ‘ _% ¥ — @Z?im ! S S— "j:; — e Lm_‘: S {o e — - e e - —
2625zl |0 1l S IR SR : i SN I B , e gagE) |- . SR SRR (s SR (S S — I 11 S R — b S S P
25 Gab - o 2 - E— : — — g IR | L S — - S— — 10 =
L-.:_J § IS A N o SIS USSUItS SRt Sutmsssn Sl bt St St SN S [ IR S S 0" CMF@ § ' | NlspawETeszror | | f o b b b e e e
Slu | R | , B R e e B . ] — | A 1.8 z(lge GE) T T e e e e ey e s Ry Jeumet By S S , ] 1 DR R _ S S N S SUSARR SR S S
HEE N [ R D R ' S S D S SR (i SN B S 1 S S S S R (R SR SR S \?F ;i’a‘f; ' 11 - WIDENING SECTION 1~ 1 I ’ = S S T— ’ S SRS SN S :
3T o R s e SRR e T T T T TDRIVEWA OFILE 74— e e e I 11 1 s ] 1 : e S -
, o , ' R SCALE: 50 Loz, | L S T (SR I S S 4 | ] =] = e , e T - 3 R
— _ _ - - _ o B — [*4 oM YEKT. R o I o - _
- e - - . . SUNEUEEUOY SR — —— . —— S S e SUDISENRPEY RUNUINIUUNIUUNIPIY ISP SIS SENVPR S S S S
—— I R B . . - o I O I S S S S B . - _ d U — -
L «‘BO HE‘ . S o RS BN S S r § S 11 = FILE L ] : - B - I S—
| BCALE: 1" 50’ bR . R R SN SR (S SRS AU SR st SR I SR RS S ESSRE B B B | SGALE: 1" 50" HOR: .~ oot - , 1 - - - R I .
R M » - . R [ S | ST . . . . 4 e by . " 1. I 1 i o . -
oo e mstveRt Lo | e I S——— R e e e R N e L (e | _. s S R S S
. R o ) RN R i IO RN R PR R D R RSN SRR S S S NN S I SR S S PN ) [ I RN 1 1 1 T _ R U F DNRRRRE NS
= i - 3 e - 1 B S— N S S S — — ] S e Seed (SRS M
) ) l N ~ ] _ . ﬁ - oo
- ) ™~ oY RN SN I NN SUNUUUIIN SRR S SR I e b ) B o o o _ _ _ _ I D _ N
b i . \d o ¥ _ - S R B J o I P I o R f -
- 0 NI | S IR — [ e e
N *; ﬂ - —_—— e Vb m - a [N S - S S —— R ——t . e
0 2 ~ ™ — - - = 198 1o B _— 1 T B P S S— - i - -
oh| 5 & : — . E— - R I . : | S o —

0400 T oo 2400

¢/se/o8 AU F-86-67




SEDIMENT CONTROL NOTES:

1) A MINIMUM OF 24 HOURS NOTICE MUST BE GIVEN TO THE HOWARD COUNTY OFFICE

?F INSPEC§IONS AND PERMITS PRIOR TO THE START OF ANY CONSTRUCTION
992-2437).

2) ALL VEGETATIVE AND STRUCTURAL PRACTICES ARE TO BE INSTALLED ACCORDING
TO THE PROVISIONS OF THIS PLAN AND ARE TO BE IN CONFORMANCE WITH THE 1983
MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT CONTROL.

3) FOLLOWING INITIAL SOIL DISTURBANCE OR REDISTURBANCE, PERMANENT OR TEMPORARY
STABILIZATION SHALL BE COMPLETED WITHIN: a) 7 CALENDAR DAYS FOR ALL PERIMETER
SEDIMENT CONTROL STRUCTURES, DIKES, PERIMETER SLOPES AND ALL SLOPES GREATER
THAN 3:1, b) 14 DAYS AS TO ALL OTHER DISTURBED OR GRADED AREAS ON THE PROJECT
SITE.

4) ALL SEDIMENT TRAPS/BASINS SHOWN MUST BE FENCED AND WARNING SIGNS POSTED
AROUND THEIR PERIMETER IN ACCORDANCE WITH VOL. 1, CHAPTER 12, OF THE HOWARD
COUNTY DESIGN MANUAL, STORM DRAINAGE.

5) ALL DISTURBED AREAS MUST BE STABILIZED WITHIN THE TIME PERIOD SPECIFIED ABOVE
IN ACCORDANCE WITH THE 1983 MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL
EROSION AND SEDIMENT CONTROL FOR PERMANENT SEEDINGS (SEC.51) SOD (SEC.54),
TEMPORARY SEEDING (SEC.50) AND MULCHING (SEC.52). TEMPORARY STABILIZATION WITH
MULCH ALONE CAN ONLY BE DONE WHEN RECOMMENDED SEEDING DATES DO NOT ALLOW FOR
PROPER GERMINATION AND ESTABLISHMENT OF GRASSES.

6) ALL SEDIMENT CONTROL STRUCTURES ARE TO REMAIN IN PLACE AND ARE T0 BE MAINTAINED
IN OPERATIVE CONDITION UNTIL PERMISSION FOR THEIR REMOVAL HAS BEEN OBTAINED FROM
THE HOWARD COUNTY SEDIMENT CONTROL INSPECTOR.

7) SITE ANALYSIS:

TOTAL AREA OF SITE 1.9 ACRES 3
AREA DISTURBED 0.129 _ACRES ‘
AREA TO BE ROOFED OR PAVED 0.041 _ ACRES |
AREA TO BE VEGETATIVELY STABILIZED 0.08& __ ACRES
TOTAL CUT . TTU.YDS.
TOTAL FILL TTTETTTCULYos.

OFFSITE WASTE/BORROW AREA LOCATION .
8) ANY SEDIMENT CONTROL PRACTICE WHICH IS DISTURBED BY GRADING ACTIVITY FOR
PLACEMENT OF UTILITIES MUST BE REPAIRED ON THE SAME DAY OF DISTURBANCE.
9) ADDITIONAL SEDIMENT CONTROLS MUST BE PROVIDED, IF DEEMED NECESSARY BY THE HOWARD !
COUNTY DPW SEDIMENT CONTROL INSPECTOR.

PERMANENT SEEDING NOTES:

APPLY TO GRADED OR CLEARED AREA NOT SUBJECT TO IMMEDIATE FURTHER DISTURBANCE WHERE ‘
A PERMANENT LONG-LIVED VEGETATIVE COVER IS NFEDED. ;

SEEDBED PREPARATION: LOOSEN UPPER THREE-INCHES OF SOIL BY RAKING, DISCING OR QTHER

ACCEPTABUE MIANS BEFORE SEEDING.

SOIL AMENDMENTS: IN LIEU OF SOTL TEST RECOMMENDATIONS, USE ONE OF THE FOLLOWING

SCHEDULE .

1) PREFERRED - APPLY 2 TONS PER ACRE DOLOMITIC LIMESTONE (92 LBS/1000 SQUARE FT) |
AND 600 LBS PER ACRE 10-10-10 FERTILIZER (14 LBS/1000 SQ.FT.) BEFORE SEEDING.
HARROW OR DISC INTO UPPER THREE-INCHES OF SOIL. AT TIME OF SEEDING, APPLY 400
LBS. PER ACRE 30-0-0 UREAFORM FERTILIZER (9 LBS/1000 SQ.FT.).

2) ACCEPTABLE - APPLY 2 TONS PER ACRE DOLOMITIC LIMESTONE (92 LBS/1000 SQ.FT.)
AND 1000 LBS PER ACRE 10-10-10 FERTILIZER (23 LBS/1000 $Q.FT.) BEFORE SFEDING.
HARROW OR DISC INTO UPPER THREE-INCHES OF SOIL,

SEEDING: FOR THE PERIODS MARCH 1 THRU APRIL 30, AND AUGUST 1 THRU OCTOBER 15, SEED
WITH 60 LBS PER ACRE (1.4 LBS/1000 SQ.FT.) OF KENTUCKY 31 TALL FESCUE. FOR THE PERIOD
MAY 1 THRU JULY 31, SEED WITH 60 LBS KENTUCKY 31 TALL FESCUE PER ACRE AND 2 LBS PER
ACRE (.05 LBS/1000 SQ.FT.) OF WEEPING LOVEGRASS. DURING THE PERIOD OF OCTOBER 16 THRU
FEBRUARY 28, PROTECT SITE BY: OPTION (1) 2 TONS PER ACRE OF WELL ANCHORED STRAW MULCH

SITE
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DINGS,

SQ.FT

O OF Mg
SEUN

VIILL BE DONE ACCORDING TO THIS PLAN OF DEVELOPMENT AND
PLAN FOR EROSION AND SEDIMENT CONTROL AND THAT ALL
RESPONSIBLE PERSONNEL INVOLVED IN THE CONSTRUCTION
PROJECT WILL HAVE A CERTIFICATE OF ATTENDANCE AT A
DEPARTMENT OF NATURAL RESOURCES APPROVED TRAINING PRO-
GRAM FOR THE CONTROL OF SEDIMENT AND EROSION BEFORE
BEGINNING THE PROJECT, I ALSO AUTHORIZE PERIODIC ON-

TRICT OR THEIR AUTHORJZED AGENTS, AS ARE DEEMED

HOWARD S1L CONSERVATION DISTRICT
APPROVED: DEPARTMENT OF PUBLIC WORKS.
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APPROVED: OFFICE OF PLANNING 77N
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PO G VELOPER! S CERTIFICATE

"I/WE CERTIFY THAT ALL DEVELOPMENT AND CONSTRUCTION

INSPECTION BY THE HOWARD SOIL CONSERVATION DIS-

NIAL RFUIREMENTS .
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CoLGnneRsaion STRYICE DATE

05 DEVELCPHMENT IS APPROVED FOR EROSION AND
T CONTROL BY THE HOWARD SOIL CONSERVATION
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FISHER, COLLINS 8 CARTER,INC.

CIVIL ENGINEERS 8 LAND SURVEYORS
8388 COURT AVE.

ELLICOTT CITY, MD. 21043
(301) 461-2855

AND SEED AS SOON AS POSSIBLE IN THE SPRING. OPTION (2) USE SOD. OPTION (3) SEED WITH
60 LBS/ACRE KENTUCKY 31 TALL FESCUE AND MULCH WITH 2 TONS/ACRE WELL ANCHORED STRAW.

MULCHING: APPLY 1% TO 2 TONS PER ACRE (70 TO 90 LBS/1000 SQ.FT.) OF UNROTTED SMALL
GRAIN STRAW IMMEDIATELY AFTER SEEDING. ANCHOR MULCH IMMEDIATELY AFTER APPLICATION
USING MULCH ANCHORING TOOL OR 218 GALLONS PER ACRE (5 GAL/1000 SQ.FT.) OF EMULSIFIED
ASPHALT ON FLAT AREAS. ON SLOPES 8 FEET OR HIGHER, USE 348 GALLONS PER ACRE (8 GAL/1000

SQ.FT.) FOR ANCHORING,

MAINTENANCE: INSPECT ALL SEEDED AREAS AND MAKE NEEDED REPAIRS, REPLACEMENTS AND
RESEE

APPLY TO GRADED OR CLEARED AREAS LIKELY TO BE REDISTURBED WHERE A SHORT—TéRM VEGETATIVE
COVER IS NEEDED.

SEEDBED PREPARATION: LOOSEN UPPER THREE-INCHES OF SOIL BY RAKING, DISCING OR OTHER
ACCEPTABTT WIANS BEFORE SEEDING.,

SOIL_AMENDMENTS: APPLY 600 LBS PER ACRE 10-10-10 FERTILIZER (14 LBS/1000 SQ.FT.)

SEEDING: FOR PERIODS MARCH 1 THRU APRIL 30 AND FROM AUGUST 15 THRU NOVEMBER 15, SEED
WITH 7% BUSHEL PER ACRE OF ANNUAL RYE (3.2 LBS/1000 SQ.FT.). FOR THE PERIOD MAY 1 THRU
AUGUSYT 14, SEED WITH 3 LBS PER ACRE OF WEEPING LOVEGRASS (.07 LBS/1000 SQ.FT.). FOR
THE PERIOD NOVEMBER 16 THRU FEBRUARY 28, PROTECT SITE BY APPLYING 2 TONS PER ACRE OF
WELL ANCHORED STRAW MULCH AND SEED AS SOON AS POSSIBLE IN THE SPRING, OR USE SOD.

MULCHING: APPLY 1% TO 2 TONS PER ACRE (70 TO 90 LBS/1000 SQ.FT.) OF UNROTTED SMALL
GRILIN STRAW IMMEDIATELY AFTER SEEDING. ANCHOR MULCH IMMEDIATELY AFTER APPLICATION
USING MULCH ANCHORING TOOL OR 218 GAL PER ACRE {5 GAL/1000 SQ.FT.) OF EMULSIFIED
ASPEALT (ON FLAT AREAS, ON SLOPES, 8 FT. OR HIGHER, USE 348 GAL PER ACRE (8 GAL/1000
.) FOR ANCHORING.

REFER TO THE 1983 MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT
CONTROL FOR RATE AND METHODS NOT COVERED.
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/7 f PERSPECTIVE VIEW
“v‘ 1:'1 36" MIN. FENCE POST
ANGLE FIRST STAKE TOWARD 8 Al [

PREVIOUSLY LAID BALE

WOVEN WIRE FENCE {18Y,GA. MIN., MAX. r
6" MESH SPACING ) WITH FILTER CLOTH ovtw<

20" win.

UNOISTURSED GROUND

""" BOUND BALES PLACED ON CONTOUR _ X

L 2 RE-BARS STEEL PICKETS,0R 2'%x2"STAKES : EwWBED FLTER CLOTH 4
o 11/2' T02' IN GROUND, DRIVE STAKES FLUSH . MIN. 87INTO GROUND E — 16" MiN. STANDARD SYWBOL
WITH BALES, L ] - s . '
-1
ANCHORING DETAIL SECTION |
(ONSTRUCTION NOTES FOR FABRICATED SILT FENCE

BQLESSW\LLEH_ACEDATTPETWWASLCPEWCNT}EWNDINARONWITH
ENDS TIGHTLY ABUTTING THE ADJACENT BALES, 1. WovEN WIRE FENCE TO BE FASTENED SECURELY

POSTS:  SreeL srppz Toe U
TO FENCE POSTS WITH WIRE TIES OR STAPLES. HARDWOOD

TYPE OR
FORE: BV IR e

FILTER : Ti TEr X,
IRAF %, STAB!-
tmu OR APPROVED

PEFABRI&TEI& INIT:  Geoess,

&mwsrmaewenoenmn:soxunmmnor(d)xms AND PLACED SO ,
THE BINDINGS ARE MOR]ZONTAL, ! ‘ 12, FILTER CLOTH YO BE FASTENED SECURELY TO

i WOVEN %BE FENCE WITH TIES SPACED

BALES SHALL BE SECUBELY ANCHORED IN PLACE BY EITHER TWO STAKES OR RE-BARS DRIVEN ; EVERY cH7 AT TOP AND MID SECTION.
THROUGH THE BALE. [HE FIRST STAKE IN EACH BALE SHALL BE DRIVEN TOWARD THE |
PREVIOUSLY LAID BALE AT AN ANGLE TO FORCE THE BALES TOGETHER. OSTAKES SHALL BE 3. WHEN THO SECTIONS OF FILTER CLOTH

ADJOIN EACH OTHER THEY SHALL BE OVER-

1 F W '
DRIVEN FLUSH WITH THE BALE LAPPED BY SIX INCHES AND FOLDED,

i
|
INSPECTION SHALL BE FREGQUENT AND REPATR REPLACEMENT SFALL BE MADE PROMPTLY AS i

NEELED. i B, MAINTENANCE SWALL BE PERFORMED AS

BALES SHALL BE REMOVED WHEN THEY HAVE SERVED THEIR USEFULNESS SO AS NOT TO BLOCK FEDED AND MATERIAL REMOVED WHEN

A ROFENCE, OR APPROVED
OR IMPEDE STOM FLOW OR DRAINAGE, BALGES™ DEVELOP IN THE SILT FENCE,

‘

CONSTRUCTION SEQUENCE: | )

1. OBTAIN GRADING PERMIT. _
2. PLACE STRAW BALE DIKES IN THE EXISTING DRAINAGE DITCH
IN FRONT OF THE EXISTING DRIVEWAY.
3. GRADE ROAD WIDENING, SHOULDER, AND DRAINAGE DITCH IN ACCORDANCE
4.

WITH THE ROAD WIDENING DETAIL.
DURING CONSTRUCTION ALONG OWEN BROWN ROAD CONTRACTOR SHALL
PLACE STRAW BALES OR SILT FENCE DOWNGRADE OF ANY DISTURBED
AREAS AT THE END OF EACH WORKING DAY.

5. LAY BASE COURSE FOR ROADWAY AND SHOULDER AREAS

6. CLEAN BASE COURSE, APPLY TACK COAT TO BASE COURSE, AND LAY
SURFACE COURSE FOR ROADWAY AND SHOULDER AREAS. STABILIZE ALL
SHOULDERS USING PERMANENT SEEDING.

7. ALL DISTURBED AREAS DUE TO REMOVAL OF SEDIMENT CONTROL MEASURES
SHALL BE GRADED AND STABILIZED BY PERMANENT SEEDING.

OWNER

ALAN P. KURLAND
10382 ECLIPSE WAY
COLUMBIA, MD.21044

5'ROUNDING

SEED AND MULCH

STABILIZED SHOULDER-
SHALL BE IN ACCORDANCE
WITH SECTION NUMBER
P.7 DRWa R-2.01.

TN

 \lpase ﬂ(¥t:-><:s-rn\)@ PAVING

| SUDFACE OVERLAY
NOTCH AND SEAL

FAVING SECTION <HALL
BE IN ACCORDANCE WITH
SECTION NUMBRER P-2
DRWg. R-2.01.

IYFICAL WIDENING SECTION ALONG

LOWEN - PROWN

NO SCALE

ROAD _

NOTE A : WHEN EXISTING TRAVEL LANE IS5 LESS THUAN THE REQUIRED 12’ LANE
CONTRACTCOR SHALL REMOVE ENOUGIH OF THE EXISTING ROAD BED TO
PROVIDE A MINIMUM BAZE WIDENING OF 4.

NOTE B : THE SURFACE OVERLAY SHALL BE CARRIED TO THE € OF THE ROAD

AND NOTCHED AND SEALED.
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